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\ii ’Check Eackage contents )

OIP3133 (O Power adapter

() Camera stand O1/0 connector (attached)
(O Antennas () Software CD
’ ¥ viversk

(O Quick installation guide ) Warranty card

——




Q

2 ) Physical description )

OFront panel

Manual focus ring

Microphone

(O Back panel

’q General 11O
terminal block

A4

MAC: 0002D1XXXXXX

@ |
Model No.: IfB133 L._ ;
MAC: 0002000000
Py Ceosao( de in Taiwan

:._ 0Nl

12VDC Note the serial number from the label on the unit.

This serial number is the same as Ethernet address,
for example: 0002D1000055=00-02-D1-00-00-55

Fipwen Gord Sociat Ethernet 10/100 RJ45 socket

Reset button




Install your Network Camera in Ethernet network

1.If you have external devices such as
sensors and alarms, make
connection from I/O terminal block
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2.Attach both included antennas

3.Use Ethernet cable to make connection
from Ethernet port to the hub.

*Use Category 5 Cross Cable when

Network Camera is directly

connected to PC.

4.Finally, connect power adapter to a power outlet



1.Run the "Installation Wizard" under the Software Utility directory
from software CD.

2.The program will search the servers or cameras on the same LAN.

1P Address
3.After searching, the main > ki
i ” r 1 ] 192.168.0.70
. o it Seea e - S
that matches the one you ) et

just noted from W

4.Click "Link to selected —
device(s)" to connect the
Internet Explorer to the
Network Camera.
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5 ) Open Internet Explorer to verify your installation)

—— 1.Type the IP address and press enter

2 http: /192 168.0.100/ - Microsoft Intemet Explorer
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#] Done © Infemat

——— 2.Congratulations! You have been able to connect Network Camera. It is
highly recommended to click "Configuration” for further settings

For detailed of further configuration, see user's manual in the CD-Rom.




